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DRIVERS / EXTENSION BITS

SD1

SDX1

SDX2

SD2

1-3/4 in. (45 mm)

2-1/2 in. (63 mm)

2-1/2 in. (63 mm)

1-3/4 in. (45 mm)

Robertson®

Square Head Power Bits

IMPACT GRADE

quick-changequick-change
EXTENSION BITS

A Fast and Easy Push-in Style Receiver,
with 3 Ball Bearing Detents holds any 1/4 -inch hex shank
power groove or insert bit securely. Retract the collar only 
when removing bit.

Impact Grade Steel Construction
make these durable extensions versatile for use 
with any Impact Driver or Malco CONNEXT® Handle! 

MBSP2

MBLP3

MBLP4

MBLP2

1 in. (24.5 mm)

2 in. (50.8 mm)

2-3/4 in. (69.85 mm)

2 in. (50.8 mm)

Hex Shank
Phillips Inserts and BitsPhillips Inserts and Bits

1 in. (24.5 mm)

2 in. (50.8 mm)

2 in. (50.8 mm)2 in. (50.8 mm)

2-3/4 in. (69.85 mm)

Specifi cations
  Robertson® Style Square Head Hex Bits

• Fully hardened • Square tip will not cam out  
•  #1 and #2 drivers available in 1-3/4 in. and 2-1/2 in. lengths 
Catalog            Insert Dia. Overall Length
Number Description   Point Size Color in. (mm) in. (mm) Qty.

SD1 Square Head Hex Bit  #1    1/4 1-3/4  (44.45) 10

SD1P Square Head Hex Bit  #1    1/4 1-3/4  (44.45) 2

SD2 Square Head Hex Driver #2    1/4 1-3/4  (44.45) 10

SD2P Square Head Hex Driver #2    1/4 1-3/4  (44.45) 2

SDX1 Square Head Hex Driver #1    1/4 2-1/2  (63.5) 10

SDX1P Square Head Hex Driver #1    1/4 2-1/2 (63.5) 2

SDX2 Square Head Hex Driver #2    1/4 2-1/2  (63.5) 10

SDX2P Square Head Hex Driver #2    1/4 2-1/2 (63.5) 2

MBSP2 Hex Shank Phillips Insert Bit #2 — 1/4 1 (24.5)

MBLP2 Hex Shank Phillips Driver #3 — 1/4 1-15/16 (49.21) 

MBLP3 Hex Shank Phillips Driver #2 — 1/4 1-15/16 (49.21)

MBLP4 Hex Shank Phillips Driver #2 — 1/4 2-3/4 (69.85)

BHE3  
3 in. Length 

BHE6  
6 in. Length 

BHE10  
10 in. Length 

BHE12  
12 in. Length 

One-Handed Quick Release!

Specifi cations
  Magnetic Bit Holder

Catalog    Hex Opening Shank Dia. Nose Dia. Overall Length
Number Description in. in. in. (mm)  in. (mm) 

MBH14 Magnetic Bit Holder 1/4 1/4 7/16 (11.1125) 3 (76.2)

Specifi cations
  Quick-Action Extension Bits

Catalog    Hex Opening Shank Dia. Nose Dia. Overall Length
Number Description in. in. in. (mm)  in. (mm) 

BHE3 Extension Bit  (3 in.)  1/4 1/4 5/8 (15.9) 3 (76.2)

BHE6 Extension Bit  (6 in.)  1/4 1/4 5/8 (15.9) 6 (152.4)

BHE10 Extension Bit  (10 in.)  1/4 1/4 5/8 (15.9) 10 (254)

BHE12 Extension Bit  (12 in.) 1/4 1/4 5/8 (15.9) 12 (304.8)

Do not combine extension bits. Doing so can 
result in damage to the tool or injury to user.

Bit Holder
1/4-inch hex shank designed 
for any hex shank insert bit. 
Extends the length of reach a 
full 3 inches.  

MBH14

3 in. (76.2 mm)

Magnetic!Magnetic!

(See Page 48)

3
Ratcheting Handle

  1/4 in. Hex Shank Phillips Bits


