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• Easy to install; adjustable by screw
• Uses high temperature silicone rubber element
• For optimium heat transfer, mount in lowest

position on compressor housing
• See Compressors section for specific application

cross reference by compressor part number

Crankcase Heaters – Belly Band Type (Scroll Compressors)

MAX MIN LEAD WIRE GROUND WIRE
PART NO VOLTAGE (V) WATTS (W) DIA (IN) DIA (IN) SIZE (AWG) LENGTH (IN)

44-101884-05 230 40 7-5/8 6-3/8 18 48

44-101884-02 230 40 8-5/8 7-3/8 18 48

44-17402-14 230 60 11 8-3/4 18 29

44-17402-47 230 70 8 6-7/8 18 48

44-17402-10 230 70 9 7 18 29

44-41720-01 230 70 11-3/4 9-3/4 18 29

44-17402-08 230 75 13-1/2 11-1/2 18 No Ground Lead

44-17402-17 230 90 11 9-1/8 18 29

44-101884-08 240 40 6-3/4 5-1/2 18 48

442040 460 40 6-1/2 5 18 21

44-101884-06 460 40 7-5/8 6-3/8 18 48

44-17402-23 460 70 7-1/2 6-1/2 18 29

44-17402-11 460 70 9 7 18 29

44-41720-02 460 70 11-3/4 9-3/4 18 29

44-17402-09 460 75 13-1/2 11-1/2 18 No Ground Lead

44-17402-18 460 90 11 9-1/8 18 29

44-101884-09 480 40 6-3/4 5-1/2 18 48

44-17402-16 575 60 11 8-3/4 18 29

44-17402-49 575 70 8 6-7/8 18 48

44-17402-19 575 90 11 9-1/8 18 29

44-101884-07 600 40 7-5/8 6-3/8 18 48

Temperature switch turns off crankcase heater when it is not needed, saving energy.

Crankcase Heaters – Belly Band Type (Scroll Compressors)
w/Temperature Switch

MAX MIN LEAD WIRE GROUND WIRE TEMP LIMIT
PART NO VOLTAGE (V) WATTS (W) DIA (IN) DIA (IN) SIZE (AWG) LENGTH (IN) SWITCH INCLUDED (°F)

44-101884-11 230 70 7-5/8 6-3/8 18 48 Open 74, Close 64

44-101884-12 460 70 7-5/8 6-3/8 18 48 Open 74, Close 64

44-101884-01 230 35 7-5/8 6-3/8 18 48 Open 74, Close 64

• For reciprocating compressors with integral
crankcase heater well

• Solid state reliability

• Energy saving, self-regulating PTC
functionality; multi-voltage capability

Crankcase Heaters – Insert Well Type

LEAD WIRE GROUND WIRE
PART NO VOLTAGE (V) WATTS (W) SIZE (AWG) LENGTH (IN)

44-17402-32 230 - 575 40 - 55 18 No Ground Lead

CRANKCASE HEATERS

For reciprocating compressors with integral crankcase well.

Crankcase Heaters – Insert Threaded Type

LEAD WIRE GROUND WIRE THREAD THREAD INSERTION
PART NO VOLTAGE (V) WATTS (W) SIZE (AWG) LENGTH (IN) SIZE (IN) TYPE LENGTH (IN)

44-17402-50 230 65 18 No Ground Lead 3/8-18 NPT 5

44-17402-52 230 100 18 No Ground Lead 3/8-18 NPT 4-7/8

44-17402-51 460 65 14 No Ground Lead 3/8-18 NPT 4-7/8

44-17402-53 460 100 18 No Ground Lead 1/2-14 NPT 5

44-41625-03 575 65 18 No Ground Lead 3/8-18 NPT 4-3/4


